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Product videos

Data sheet www. trafag.com/H72619
Videos https://youtu.be/_JLCgPJFKO4 

https://vimeo.com/704051139/57514328a7
Instructions www. trafag.com/H73619; H73620
Accessories www.trafag.com/H72258

Additional information

Measuring range Thin-film-on-steel

Measuring range 0 ... 1 to 0 ... 250 bar 
0 ... 15 to 0 ... 2000 psi

Output signal 4 ... 20 mA, 0.5 ... 4.5 VDC, 0 ... 5 VDC, 1 ... 5 VDC, 1 ... 6 VDC,  
0 ... 10 VDC, 0.1 ... 10.1 VDC, 0.5 ... 4.5 VDC ratiometric, 
Switching output: 1 or 2 PNP transistors

NLH @ 25°C (BSL) typ. ± 0.2 % FS typ.

Accuracy @ 25°C typ. ± 0.5 % FS typ. 
± 0.3 % FS typ.

Technical Data

The CANopen miniature pressure transmitter CMP 8271 is de-
signed for harsh environments in demanding applications like 
mobile hydraulics. The compact and well-proven design and 
the wide range of options makes it the preferred choice for 
cost-effective OEM solutions.

Designation of application

•	 Small and rugged construction
•	 CANopen bus protocol DS301/DS404 supports CAN 2.0A/B
•	 LSS (DS 305 V2.0)
•	 Optional: 5-fold overpressure resistance

Features

•	 Hydraulics
•	 Machine tools
•	 Engine manufacturing
•	 Process technology

Applications
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