
INDUSTRIAL PRESSURE 
TRANSMITTER ECT 

NN Excellent media compatibility
NN Relative or absolute pressure measurement
NN Titanium version optional
NN Frontal membrane optional

Trafag sensors & controls
Switzerland

Industriestrasse 11
8608 Bubikon

+41 44 922 32 32
www.trafag.com
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Applications
NN Machine tools
NN Hydraulics
NN Water treatment

Features
NN Excellent media compatibility
NN Relative or absolute pressure measurement
NN Titanium version optional
NN Frontal membrane optional

Technical Data

Measuring principle Thick-film-on-ceramic Accuracy @ 25°C  typ. ± 0.5 % FS typ.

Measuring range 0 ... 1 to 0 ... 400 bar 
0 ... 15 to 0 ... 5000 psi

Media temperature -25°C ... +125°C 
400 bar/5000 psi: -10°C ... +125°C

Output signal 4 ... 20 mA, 0 ... 5 VDC, 1 ... 6 VDC, 
0 ... 10 VDC, 0.5 ... 4.5 VDC ratiom.

Ambient temperature -25°C ... +125°C 
Cable PVC 22: -5°C ... +60°C 
Cable PUR 24: -20°C ... +70°C 
Cable Raychem 08: -20°C ... +100°C

NLH @ 25°C  (BSL) typ. ± 0.2 % FS typ.
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Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. The economical pressure transmitter ECT 8472 is 
based on the tried and true ECT line of transmitters. The wide media 
temperature range from -25 to 125°C in combination with a compre-
hensive set of of features and options makes the ECT 8472 pressure 
transmitter a versatile solution suitable for most industrial applica-
tions.

Industrial Pressure Transmitter ECT 
8472

Data sheet www.trafag.com/H72324 Additional dimensions see data sheet 
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